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CAPITAL COLLECTION | SPECIAL ORDER

Kährs O
riginal

Capital CollectionOAK DUBLIN

The Capital Collection features long, wide boards with 
a clean grade. Only our finest oak is selected for this 
exclusive product range of plank floors, named for the 
prestigious capital cities from around the world.

https://www.kahrs.com/en/wood-floors/oak-dublin
https://www.kahrs.com/en/products/floorguide/#g=Collection&collection=capital
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Design: Plank

Features: European Oak, Brushed, 
Smoked, Micro Beveled Edges

Surface Treatment: Oil

Wear Layer: Approx. 3.5mm (1/8”)

Grading: Calm

Joint: Woodloc® 5S

Guarantee: Lifetime Structural

Installation: Float, Glue-down, Nail-down

This product may be floated over radiant heat.

CAPITAL COLLECTION OAK BERLIN | SPECIAL ORDER
151N4AEKFMKW220

CAPITAL COLLECTION I  OAK BERLIN

 Length Width Thickness Boards/Ctn Area Weight Ctn/Pallet  Pallets/Cont.
 
Pattern B 89 1/4“ 7 3/8“ 5/8“ 6 27.341ft2 47bs 50  16

3-Layer Construction:

Surface layer: sawn plank.              Solid pine fingers. Bottom layer of poplar veneer.

This product must be oiled immediately after installation and prior to use.
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https://www.kahrs.com/en/wood-floors/oak-berlin
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Design: Plank

Features: European Oak, Brushed, Micro 
Beveled Edges

Surface Treatment: Ultra Matte Finish  
(UV-Cured Acrylic)

Wear Layer: Approx. 3.5mm (1/8”)

Grading: Calm

Joint: Woodloc® 5S

Guarantee: Lifetime Structural
25 Year Wear Through

Installation: Float, Glue-down, Nail-down

This product may be floated over radiant heat.

CAPITAL COLLECTION OAK DUBLIN | SPECIAL ORDER
151N4AEK04KW240

CAPITAL COLLECTION I  OAK DUBLIN

 Length Width Thickness Boards/Ctn Area Weight Ctn/Pallet  Pallets/Cont.
 
Pattern A 95 1/4“ 7 3/8“ 5/8“ 6 29.279ft2 49lbs 50  16

3-Layer Construction:

Surface layer: sawn plank.              Solid pine fingers. Bottom layer of poplar veneer.
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Design: Plank

Features: European Oak, Stained, 
Brushed, Micro Beveled Edges

Surface Treatment: Ultra Matte Finish 
(UV-Cured Acrylic)

Wear Layer: Approx. 3.5mm (1/8”)

Grading: Calm

Joint: Woodloc® 5S

Guarantee: Lifetime Structural
25 Year Wear Through

Installation: Float, Glue-down, Nail-down

This product may be floated over radiant heat.

CAPITAL COLLECTION OAK PARIS | SPECIAL ORDER
Pattern A: 151N4AEK4JKW240
Pattern B: 151N4AEK4JKW220

CAPITAL COLLECTION I  OAK PARIS

 Length Width Thickness Boards/Ctn Area Weight Ctn/Pallet  Pallets/Cont.

Pattern A  95 1/4“  7 3/8“  5/8“        6  29.279 ft2    49 lbs       50          16
Pattern B  89 1/4“  7 3/8“  5/8“        6  27.341 ft2    47 lbs       50           16

*SKUs vary in availability. Please reach out to your Kährs rep for details.

3-Layer Construction:

Surface layer: sawn plank.              Solid pine fingers. Bottom layer of poplar veneer.
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https://www.kahrs.com/en-us/
https://www.kahrs.com/en-us/
https://www.kahrs.com/en/wood-floors/oak-paris
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CAPITAL COLLECTION I  OAK  PRAGUE

Design: Plank

Features: European Oak, Brushed, 
Stained, Micro Beveled Edge

Surface Treatment: Ultra Matte Finish  
(UV-Cured Acrylic)

Wear Layer: Approx. 3.5mm (1/8”)

Grading: Calm

Joint: Woodloc® 5S

Guarantee: Lifetime Structural
25 Year Wear Through

Installation: Float, Glue-down, Nail-down

This product may be floated over radiant heat.

CAPITAL COLLECTION OAK PRAGUE | SPECIAL ORDER
151N4AEKD4KW200

 Length Width Thickness Boards/Ctn Area Weight Ctn/Pallet  Pallets/Cont.
 
Pattern C 78 3/4“ 7 3/8“ 5/8“ 6 24.111ft2 45lbs 50  16

3-Layer Construction:

Surface layer: sawn plank.              Solid pine fingers. Bottom layer of poplar veneer.
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